
C-BREAK SUB-ASSEMBLY

STYLE

C - - - -B K

1 Y Breakout

2

Single Leg Breakout

3 12 Fibers in 1 Furcation Tube

4 2 Fibers in 1 Furcation Tube

5 24 Fibers: 8 Fibers in 3 Furcation Tubes

6 24 Fibers in 1 Furcation Tube

LENGTH

Inches

COLOR

M

Orange

L

Aqua

S Yellow

O OSP Black

X

900um Fiber Color Coding

K Black

C

Furcated Fiber Color Coding

FIBER COUNT FURCATION DIAMETER

2 2mm

3 3mm

4 3mm to 2mm

9 900um

FIBER DIAMETER

2 250um Coated Fiber

9

900um Tight Buffer

R 250um Ribbon Fiber

C ENTERPRISES BREAKOUT SOLUTIONS

2

Minimum Two Digit Fiber Count:  XX

3

Maximum Three Digit Fiber Count: XXX

1-3 Digits No leading zero needed

DESCRIPTION

C ENTERPRISES

2445 CADES WAY

VISTA CA 92081

760-599-5111

DIMENSIONS: METRIC [IMPERIAL]

TITLE:

C-BREAK-SUB-ASSEMBLY

DWG.  NO.

C-BREAK-SUB-ASSEMBLY
A

SIZE

B

REV

SCALE: NOT TO SCALE

PROPRIETARY AND CONFIDENTIAL
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NOTES: UNLESS OTHERWISE SPECIFIED

1. COLOR MATCHES INDUSTRY STANDARD FOR FIBER TYPE.

2. CUSTOM COLORING AVAILABLE ON REQUEST.

Industry Standard Cable Color Coding

OM1/OM2

Orange

OM3/OM4

Aqua

OM4

Erika Violet (by request)

OS1/OS2 Yellow

Application

OSP Black


